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Specifications in this catalogue are subject to change without prior notice in order for HITACHI to bring
in the latest innovations to their customers

Whilst every effort is made to ensure that all dimensions and specifications are correct, any printers’
error not rectified are outside the control of HITACHI, who cannot be held responsible for the same
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SPECIFICATIONS

1-2

1.1. MULTIZONE INDOOR
1.1.1. WALL TYPE (RAK-DJ0O7QHAA/RAK-DJO9RHAA/RAK-DJ12RHAA)
INDOOR Unit RAK-DJO7QHAA RAK-DJO9RHAA RAK-DJ12RHAA
Nominal capacity adjustable no no no
Nominal Cooling capacity (min - max) BTU 7000(3050-9000) 9000(5450~10500) 12000(5500~13200)
Cooling sensible capacity BTU - - -
Nominal Heating capacity (min - max) BTU 9000(3050-10900) 10500(4200~11500) 13000(4400~14500)
Noise level cooling (sound pressure)(S/L/M/H/HIHI) dB(A) 29/36/40/42/44 29/36/40/42/44 29/36/40/44/46
Noise level heating (sound pressure)(S/L/M/H/HIHI) dB(A) 29/36/40/42/44 29/36/40/42/44 29/36/40/44/46
Noise level (sound power) *match with Fiche/
Eurovent/Product Info dB(A) % %6 %8
Air flow cooling mode (SL/ L/ M/ H/HIHI) cfm (m3h) 110/150/180/250/260 | 110/150/180/250/260 | 140/190/230/280/290
Air flow heating mode (SL/L/M/H/HIHI) cfm (m*h) | 130/180/210/230/310 | 110/150/180/250/260 | 140/170/200/260/280
Fan Motor W 38 38 38
Dehumidification I/h 1.0 1.4 1.6
Included drain pump *for RAI/RAD yes/no no no no
Max. height available for drain pump (RAD/RAI only) in. (mm) no no no
Drain pump pressure lift *for RAI/RAD in. (mm) no no no
Static pressure switch at High(L / M/ H) *for RAD Pa (m3/h) no no no
Dimensions (H x W x D) in. (mm) 30.71x11.02x8.74 30.71x11.02x8.74 30.71x11.02x8.74
) (780x280x222) (780x280x222) (780x280x222)
Weight *must match with Packing data information Ibs. (kg) 21.5(9.7) 21.5(9.7) 21.5(9.7)
Panel weight *for RAI Ibs. (kg) - - -
Panel dimensions (H x W x D) *for RAI in. (mm) - - -
Colour (Munsell Code)
Condensate Drain in. (mm) - - -
Panel reference - - -
Color of the panel (RAL) - - -
Running current (C/H) *for single split indoor&outdoor A 3 } 3
must be matched
Power supply V FROM OUTDOOR FROM OUTDOOR FROM OUTDOOR
Cable sectlon.(|nterconnect|on/ if power supply is mm? 0.8x 3+EARTH/- 0.8x 3+EARTH/- 0.8x 3+EARTH/-
connected to indoor)
Piping diameter (Liq / Gas) Inch 1/4" | 3/8" 1/4" | 3/8" 1/4" | 3/8"
Drain diameter (ext) in. (mm) 0.63(16) 0.63(16) 0.63(16)
RC-AGU1EAON RC-AGU1EAON RC-AGU1EAON

Remote control (standard/optional) * Star?dard

Optional - - -
Filter
ACL Filter Standard (Material & Accessory code) - - -
ACL Filter Standard Dimensions (H x W x D) in. (mm) - - -
ACL Filter Optional (Material - Accessory code) - - -
Pre-filter Standard Material Stainless pre-filter Stainless pre-filter Stainless pre-filter
Pre-filter Optional (Material & Accessory code) - - -

NOTE:

1. Capacity and seasonal performance data (SEER

/HSPF) are based on AHRI 210-240. The

nominal heating and cooling capacity is the combined

2. The Sound Pressure Level is based on the following

conditions:

- 2-5/8ft (0.8m) beneath indoor height center

- 3-9/32ft (1m) from Discharge grille
The above data was measured in an anechoic

capacity of the HITACHI Split system (Indoor + Outdoor
Unit).

Operation Conditions Coolin Heatin .
- 4B 80 °F - 70 °F = chamber so that reflected sound should be taken into
Indoor Air Inlet Temperature =y oo p consideration when installing the unit.
) dB 95 °F 47 °F
Outdoor Air Inlet Temperature WB 3 °F

Piping Length: 24-39/64ft (7.5m); Piping Lift: Oft (Om)
dB: Dry Bulb; WB: Wet Bulb
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1.1.2. WALL TYPE (RAK-DJ18RHAA / RAK-DJ24RHAA)
INDOOR Unit RAK-DJ18RHAA RAK-DJ24RHAA
Nominal capacity adjustable no no
Nominal Cooling capacity (min - max) BTU 17600(5700~18600) 24000(8200~25200)
Cooling sensible capacity BTU - -
Nominal Heating capacity (min - max) BTU 19000(6700~20500) 25000(8300~26500)
Noise level cooling (sound pressure) (S/L/M/H/HIHI) dB(A) 35/38/42/46/48 35/40/45/49/51
Noise level heating (sound pressure) (S/L/M/H/HIHI) dB(A) 35/38/42/46/48 35/40/45/49/51
Noise level (sound power) *match with Fiche/
Eurovent/Product Info dB(A) 62 65
Air flow cooling mode (SL/ L/ M/ H/HIHI) cfm (m3h) 240/270/360/390/420 310/350/460/550/580
Air flow heating mode (SL/ L/ M/ H/HIHI) cfm (m%h) 210/270/300/360/380 320/390/490/530/550
Fan Motor W 30 38
Dehumidification I/h 2.9 3.4
Included drain pump *for RAI/RAD yes/no no no
Max. height available for drain pump (RAD/RAI only) in. (mm) no no
Drain pump pressure lift *for RAI/RAD in. (mm) no no
Static pressure switch at High(L / M / H) *for RAD Pa (m3/h) no no
Di . Hx W x D 37.40x11.57x9.06 41.34x11.57x10.04
imensions (Hx W x D) in. (mm) (950x294x230) (1050x294x255)
Weight *must match with Packing data information Ibs. (kg) 27.6 (12.5) 30.9 (14.0)
Panel weight *for RAI Ibs. (kg) - -
Panel dimensions (H x W x D) *for RAI in. (mm) - -
Colour (Munsell Code)
Condensate Drain in. (mm) - -
Panel reference - -
Color of the panel (RAL) - -
Running current (C/H) *for single split indoor&outdoor A R B
must be matched
Power supply V FROM OUTDOOR FROM OUTDOOR
Cable sectlon.(mterconnectlon/ if power supply is mm? 0.8x 3+EARTH/- 0.8x 3+EARTH/-
connected to indoor)
Piping diameter (Liq / Gas) Inch 1/4" | 1/2" 1/4" | 5/8"
Drain diameter (ext) in. (mm) 0.63(16) 0.63(16)
RC-AGU1EAON RC-AGU1EAON
Remote control (standard/optional) * Star?dard
Optional - -
Filter
ACL Filter Standard (Material & Accessory code) - -
ACL Filter Standard Dimensions (H x W x D) in. (mm) - B

ACL Filter Optional (Material - Accessory code)

Pre-filter Standard Material

Stainless pre-filter

Stainless pre-filter

Pre-filter Optional (Material & Accessory code)

NOTE:
1. Capacity and seasonal performance data (SEER

/HSPF) are based on AHRI 210-240. The

nominal heating and cooling capacity is the combined
capacity of the HITACHI Split system (Indoor + Outdoor

Unit).
Operation Conditions Cooling | Heating
. dB 80 °F 70 °F
Indoor Air Inlet Temperature WB 67 °F
. dB 95 °F 47 °F
Outdoor Air Inlet Temperature WB 3 °F

Piping Length: 24-39/64ft (7.5m); Piping Lift: Oft (Om)
dB: Dry Bulb; WB: Wet Bulb

2. The Sound Pressure Level is based on the following

conditions:

- 2-5/8ft (0.8m) beneath indoor height center

- 3-9/32ft (1m) from Discharge grille
The above data was measured in an anechoic
chamber so that reflected sound should be taken into
consideration when installing the unit.
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1.1.3. WALL TYPE (RAK-GJ07QHAA / RAK-GJ09QHAA /RAK-GJ12QHAA)

INDOOR Unit RAK-GJO7QHAA RAK-GJ09QHAA RAK-GJ12QHAA
Nominal capacity adjustable no no no
Nominal Cooling capacity (min - max) BTU 7000(3050-9000) 9000(5100~10500) 12000(5150~14000)
Cooling sensible capacity BTU - - -
Nominal Heating capacity (min - max) BTU 9000(3050-10900) 11000(5450~15000) 14000(5500~18000)
Noise level cooling (sound pressure) (S/L/M/H/HIHI) dB(A) 27/35/39/41/44 27/35/39/41/44 27/35/40/43/46
Noise level heating (sound pressure) (S/L/M/H/HIHI) dB(A) 27/35/39/41/43 27/35/39/41/43 27/35/40/43/46
Noise level (sound power) *match with Fiche/
Eurovent/Product Info dB(A) 57 57 60
Air flow cooling mode (SL/ L/ M/ H/HIHI) cfm (m%h) 206/288/335/388/430 | 206/288/335/388/430 | 206/288/335/430/470
Air flow heating mode (SL/ L/ M/ H /HIHI) cfm (m3h) 214/303/347/400/441 | 214/303/347/400/441 | 214/303/347/444/482
Fan Motor W 30 30 30
Dehumidification I/h 1.0 1.0 1.5
Included drain pump *for RAI/RAD yes/no no no no
Max. height available for drain pump (RAD/RAI only) in. (mm) no no no
Drain pump pressure lift *for RAI/RAD in. (mm) no no no
Static pressure switch at High(L / M / H) *for RAD Pa (m3/h) no no no
. . 11-9/16 x 37-13/32 x 9- [11-9/16 x 37-13/32 x 9- [ 11-9/16 x 37-13/32 x 9-
Dimensions (H x W x D) n(mm) {14 (204x950x235)  [1/4 (294x950x235) 1/4 (294x950x235)
Weight *must match with Packing data information Ibs. (kg) 24 (11) 24 (11) 24 (11)
Panel weight *for RAI Ibs. (kg) - - -
Panel dimensions (H x W x D) *for RAI in. (mm) - - -
Colour (Munsell Code)
Condensate Drain in. (mm) - - -
Panel reference - - -
Color of the panel (RAL) - - R
Running current (C/H) *for single split indoor&outdoor A 3 3 )
must be matched
Power supply \Y FROM OUTDOOR FROM OUTDOOR FROM OUTDOOR
Cable sectlon'(|nterconnect|on/ if power supply is mm? 0.8x 3+EARTH/- 0.8x 3+EARTH/- 0.8x 3+EARTH/-
connected to indoor)
Piping diameter (Liq / Gas) Inch 1/4" | 3/8" 1/4" | 3/8" 1/4" | 3/8"
Drain diameter (ext) in. (mm) 0.63(16) 0.63(16) 0.63(16)
RC-AGS1EAON RC-AGS1EAON RC-AGS1EAON

Remote control (standard/optional) * Starlmdard C-AGSIEA

Optional - - -
Filter
ACL Filter Standard (Material & Accessory code) - - -
ACL Filter Standard Dimensions (H x W x D) in. (mm) - - -
ACL Filter Optional (Material - Accessory code) - - -
Pre-filter Standard Material Stainless pre-filter Stainless pre-filter Stainless pre-filter
Pre-filter Optional (Material & Accessory code) - - -

NOTE:

1. Capacity and seasonal performance data (SEER

/HSPF) are based on AHRI 210-240. The

nominal heating and cooling capacity is the combined
capacity of the HITACHI Split system (Indoor + Outdoor

Unit).
Operation Conditions Cooling | Heating
. dB 80 °F 70 °F
Indoor Air Inlet Temperature WB 67 °F
. dB 95 °F 47 °F
Outdoor Air Inlet Temperature WB 3 °F

dB: Dry Bulb; WB: Wet Bulb

Piping Length: 24-39/64ft (7.5m); Piping Lift: Oft (Om)

2. The Sound Pressure Level is based on the following

conditions:

- 2-5/8ft (0.8m) beneath indoor height center

- 3-9/32ft (1m) from Discharge grille
The above data was measured in an anechoic
chamber so that reflected sound should be taken into

consideration when installing the unit.
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1.1.4. WALL TYPE (RAK-GJ18QHAA / RAK-GJ24QHAA)

INDOOR Unit RAK-GJ18QHAA RAK-GJ24QHAA

Nominal capacity adjustable no no

Nominal Cooling capacity (min - max) BTU 18000(6600~20500) 22000(9700~25000)

Cooling sensible capacity BTU - -

Nominal Heating capacity (min - max) BTU 21500(7100~26000) 25000(8500~29500)

Noise level cooling (sound pressure) (S/L/M/H/HIHI) dB(A) 35/42/45/47/49 39/45/48/53/58

Noise level heating (sound pressure) (S/L/M/H/HIHI) dB(A) 35/42/45/47/49 39/45/48/53/58

Noise level (sound power) *match with Fiche/

Eurovent/Product Info dB(A) 63 &

Air flow cooling mode (SL/ L/ M/ H/HIHI) cfm (m%h) 265/388/471/559/618 265/353/470/588/676

Air flow heating mode (SL/ L/ M /H/HIHI) cfm (m¥h) 276/397/480/568/633 279/279/480/601/689

Fan Motor w 38 38

Dehumidification I/h 1.8 2.5

Included drain pump *for RAI/RAD yes/no no no

Max. height available for drain pump (RAD/RAI only) in. (mm) no no

Drain pump pressure lift *for RAI/RAD in. (mm) no no

Static pressure switch at High(L / M / H) *for RAD Pa (m3/h) no no

Dimensions (H x W x D) in. (mm) (294 x 1050 x 255) (300x1100x273)

Weight *must match with Packing data information Ibs. (kg) 30.9 (14.0) 37.5(17.0)

Panel weight *for RAI Ibs. (kg) - -

Panel dimensions (H x W x D) *for RAI in. (mm) - -

Colour (Munsell Code)

Condensate Drain in. (mm) - -

Panel reference - -

Color of the panel (RAL) - -

Running current (C/H) *for single split indoor&outdoor A ) )

must be matched

Power supply V FROM OUTDOOR FROM OUTDOOR

Cable sectlon_(|nterconnect|on/ if power supply is mm? 0.8x 3+EARTH/- 0.8x 3+EARTH/-

connected to indoor)

Piping diameter (Liq / Gas) Inch 1/4" | 1/2" 1/4" | 5/8"

Drain diameter (ext) in. (mm) 0.63(16) 0.63(16)

RC-AGS1EAON RC-AGS1EAON

Remote control (standard/optional) * Star?dard C-AGSTEAD
Optional - R

Filter

ACL Filter Standard (Material & Accessory code) - -

ACL Filter Standard Dimensions (H x W x D) in. (mm) - -

ACL Filter Optional (Material - Accessory code)

Pre-filter Standard Material

Stainless pre-filter

Stainless pre-filter

Pre-filter Optional (Material & Accessory code)

NOTE:

1. Capacity and seasonal performance data (SEER

/HSPF) are based on AHRI 210-240. The

nominal heating and cooling capacity is the combined
capacity of the HITACHI Split system (Indoor + Outdoor

Unit).
Operation Conditions Cooling | Heating
. dB 80 °F 70 °F
Indoor Air Inlet Temperature WB 67 °F
. dB 95 °F 47 °F
Outdoor Air Inlet Temperature WB 3 °F

Piping Length: 24-39/64ft (7.5m); Piping Lift: Oft (Om)
dB: Dry Bulb; WB: Wet Bulb

2. The Sound Pressure Level is based on the following

conditions:

- 2-5/8ft (0.8m) beneath indoor height center

- 3-9/32ft (1m) from Discharge grille

The above data was measured in an anechoic
chamber so that reflected sound should be taken into
consideration when installing the unit.




SPECIFICATIONS

1-6
1.1.5. FLOOR TYPE (RAF-FJO7QHAA / RAF-FJ09QHAA/ RAF-FJ12QHAA / RAF-FJ18QHAA)
INDOOR Unit RAF-FJO7QHAA | RAF-FJ0O9QHAA RAF-FJ12QHAA RAF-FJ18QHAA
Nominal capacity adjustable no no no no
Nominal Cooling capacity (min - max) BTU 7000(3050-9000) | 9000(3050-10600) | 12000(3050-13650) | 18000(3050-17750)
Cooling sensible capacity BTU - - - -
Nominal Heating capacity (min - max) BTU 9000(3050-10900) | 11600(3050-15000) | 15350(3050-18000) | 20500(3050-27600)
Noise level cooling (sound pressure) (S/L/M/H/HIHI) dB(A) 22/26/31/36/38 22/26/31/36/38 22/26/31/38/39 23/29/36/41/43
Noise level heating (sound pressure) (S/L/M/H/HIHI) dB(A) 22/26/31/36/38 22/26/31/36/38 23/26/31/38/41 26/29/36/43/44
Noise level (sound power) *match with Fiche/
Eurovent/Product Info dB(A) 52 52 53 57
) . . 160.7/232.1/303.6/345.2/375(160.7/232.1/303.6/345.2/375| 160.7/232.1/303.6/345.2/375 178.6/267.9/321.4/386.9/416.
Air flow cooling mode (SL/ L/ M/ H/ Rapid) cfm (m¥h) (270/390/510/582/630) (270/390/510/582/630) (270/390/510/582/630) 17?%%%5955213?22/%21; !
. . ) 78.6/250/321.4/357.1/392.9(178.6/250/321.4/357.1/392.9| 178.6/250/321.4/357.1/392.9 196.4/285.7/339.3/404.8/434.5
Air flow heating mode (SL /L / M / H /Rapid) cfm (m¥h) | 300420/5400600/660) | (300/420/540/600/660) (300/420/540/600/660) (330/480/570/678/732)
Fan Motor W 38 38 38 38
Dehumidification I/h 1.2 1.4 1.9 2
Included drain pump *for RAI/RAD yes/no no no no no
Max. height available for drain pump (RAD/RAI only) in. (mm) no no no no
Drain pump pressure lift *for RAI/RAD in. (mm) no no no no
Static pressure switch at High(L / M / H) *for RAD Pa (m3/h) no no no no
Di ) Hx W x D . 29.5x23.2x8.6 29.5x23.2x8.6 29.5x23.2x8.6 29.5x23.2x8.6
imensions (Hx W x D) in. (mm) | 750 x 590 x 219) | (750 x 590 x 219) | (750 x 590 x 219) | (750 x 590 x 219)
Weight *must match with Packing data information Ibs. (kg) 32.4(14.7) 32.4(14.7) 32.4(14.7) 32.4(14.7)
Panel weight *for RAI Ibs. (kg) - - - -
Panel dimensions (H x W x D) *for RAI in. (mm) - - - -
Colour (Munsell Code) ShadowWhite ShadowW hite ShadowWhite ShadowW hite
(5PB8.7/0.5) (5PB8.7/0.5) (5PB8.7/0.5) (5PB8.7/0.5)
Condensate Drain in. (mm) 0.63(16) 0.63(16) 0.63(16) 0.63(16)
Panel reference - - - -
Color of the panel (RAL) - - - -
Running current (C/H) *for single split indoor&outdoor A } } ) }
must be matched
Power supply Vv FROM OUTDOOR | FROM OUTDOOR | FROM OUTDOOR | FROM OUTDOOR
Cable section (interconnection/”if power supply is mm2 0.8x 3+EARTH/- | 0.8x 3+EARTH/- | 0.8x 3+EARTH/- | 0.8x 3+EARTH/-
connected to indoor)
Piping diameter (Liq / Gas) Inch 1/4" | 3/8" 1/4" | 3/8" 1/4" | 3/8" 1/4" | 1/2"
Drain diameter (ext) in. (mm) 0.63(16) 0.63(16) 0.63(16) 0.63(16)
Standard RC-BGH1FBON RC-BGH1FBON RC-BGH1FBON RC-BGH1FBON
R t trol (st: ti ) *
emote control (standard/optional) Optional RC-BGH1FDON RC-BGH1FDON RC-BGH1FDON RC-BGH1FDON
Filter
ACL Filter Standard (Material & Accessory code) - - - -
ACL Filter Standard Dimensions (H x W x D) in. (mm) - - - -

ACL Filter Optional (Material - Accessory code)

Pre-filter Standard Material

Stainless coating

Stainless coating

Stainless coating

Stainless coating

Pre-filter Optional (Material & Accessory code)

NOTE:

1. Capacity and seasonal performance data (SEER

/HSPF) are based on AHRI 210-240. The
nominal heating and cooling capacity is the combined
capacity of the HITACHI Split system (Indoor + Outdoor

Unit).
Operation Conditions Cooling | Heating
. dB 80 °F 70 °F
Indoor Air Inlet Temperature WB 67 °F
. dB 95 °F 47 °F
Outdoor Air Inlet Temperature WB 3 °F

dB: Dry Bulb; WB: Wet Bulb

Piping Length: 24-39/64ft (7.5m); Piping Lift: Oft (Om)

2. The Sound Pressure Level is based on the following
conditions:

- 3-9/32ft (1m) from Discharge grille
The above data was measured in an anechoic
chamber so that reflected sound should be taken into
consideration when installing the unit.

- 2-5/8ft (0.8m) beneath indoor height center




WAl SPECIFICATIONS

1.1.6. CEILING CASSETTE (RAI-GJ07QHAA / RAI-GJO9QHAA / RAI-GJ12QHAA)

INDOOR Unit RAI-GJO7QHAA RAI-GJO9QHAA RAI-GJ12QHAA
Nominal capacity adjustable no no no
Nominal Cooling capacity (min - max) BTU 7000(3050-8500) 9000(3050-10200) 12000(3050-10200)
Cooling sensible capacity BTU - - -
Nominal Heating capacity (min - max) BTU 9000(3050-10900) 12000(3050-18000) 12000(3050-18000)
Noise level cooling (sound pressure) (S/L/M/H/HIHI) dB(A) 27/33/37/39/40 27/33/37/39/40 27/33/37/39/40
Noise level heating (sound pressure) (S/L/M/H/HIHI) dB(A) 28/34/38/40/41 28/34/38/40/41 28/34/38/40/41
Noise level (sound power) *match with Fiche/
Eurovent/Product Info dB(A) 4 4 4
. ] 212/297/347/371/388 212/297/347/371/388 212/297/347/371/388
Air fl | L/L/M/H/HIHI fm (m¥h
ir flow cooling mode (SL /L /M /'H /7 HIHI ofm (M7M) | (360/505/590/630/660) | (360/505/590/630/660) | (360/505/590/630/660)
) ) 261/318/371/400/420 261/318/371/400/420 261/318/371/400/420
Air flow heat L/L/M/H/HIHI fm (m¥h
Ir flow heating mode (SL/ L/ M/ H/HIH ofm (m*h) | 444/540/630/678/720 444/540/630/678/720 444/540/630/678/720
Fan Motor W 20 20 20
Dehumidification I/h 1.2 1.4 1.4
Included drain pump *for RAI/RAD yes/no Yes Yes Yes
Max. height available for drain pump (RAD/RAI only) in. (mm) 33(850) 33(850) 33(850)
Drain pump pressure lift *for RAI/RAD in. (mm) 4.5(115) 4.5(115) 4.5(115)
Static pressure switch at High(L / M / H) *for RAD Pa (m3/h) no no no
’ . ) 11x22x 22 11x22x 22 11x22x 22
Dimensions (H x W x D) in. (mm) (285 x 570 x 570) (285 x 570 x 570) (285 x 570 x 570)
Weight *must match with Packing data information Ibs. (kg) 37 (17) 37 (17) 37 (17)
Panel weight *for RAI Ibs. (kg) 6.17 (2.8) 6.17 (2.8) 6.17 (2.8)
. ) N ) 1.2x24.4x24.4 1.2x24.4x24.4 1.2x24.4x24.4
Panel dimensions (H x W x D) *for RAI in. (mm) (30 x 620 x 620) (30 x 620 x 620) (30 x 620 x 620)
Colour (Munsell Code) - - -
Condensate Drain in. (mm) 1.26 (32) 1.26 (32) 1.26 (32)
Panel reference - - -
Color of the panel (RAL) - - -
Running current (C/H) *for single split indoor&outdoor A } } )
must be matched
Power supply \Y% FROM OUTDOOR FROM OUTDOOR FROM OUTDOOR
Cable sectionA(interconnection/*if power supply is mm? 0.8x 3+EARTH/- 0.8x 3+EARTH/- 0.8x 3+EARTH/-
connected to indoor)
Piping diameter (Liq / Gas) Inch 1/4" | 3/8" 1/4" | 3/8" 1/4" | 3/8"
Drain diameter (ext) in. (mm) 1.26 (32) 1.26 (32) 1.26 (32)
) Standard RC-AGS1EAON RC-AGS1EAON RC-AGS1EAON
Remote control (standard/optional) * -
Optional B - -
Filter
ACL Filter Standard (Material & Accessory code) - - -
ACL Filter Standard Dimensions (H x W x D) in. (mm) - - -
ACL Filter Optional (Material - Accessory code) - - -
Pre-filter Standard Material NORMAL NORMAL NORMAL
Pre-filter Optional (Material & Accessory code) - - -

NOTE:

1. Capacity and seasonal performance data (SEER

2. The Sound Pressure Level is based on the following

/HSPF) are based on AHRI 210-240. The

nominal heating and cooling capacity is the combined
capacity of the HITACHI Split system (Indoor + Outdoor
Unit).

conditions:
- 2-5/8ft (0.8m) beneath indoor height center

- 3-9/32ft (1m) from Discharge grille
The above data was measured in an anechoic

Operation Conditions Coolin Heatin .
- 4B 80 °F - 70 °F = chamber so that reflected sound should be taken into
Indoor Air Inlet Temperature =y oo p consideration when installing the unit.
) dB 95 °F 47 °F
Outdoor Air Inlet Temperature WB 3 °F

Piping Length: 24-39/64ft (7.5m); Piping Lift: Oft (Om)
dB: Dry Bulb; WB: Wet Bulb




1.1.7. CEILING CASSETTE (RAI-GJ18QHAA / RAI-GJ24QHAA)

SPECIFICATIONS

1-8

INDOOR Unit RAI-GJ18QHAA RAI-GJ24QHAA
Nominal capacity adjustable no no
Nominal Cooling capacity (min - max) BTU 18000 24000
Cooling sensible capacity BTU - -
Nominal Heating capacity (min - max) BTU 16400(3050-22500) 20500(4100-23200)
Noise level cooling (sound pressure) (S/L/M/H/HIHI) dB(A) 29/35/39/41/43 29/35/39/41/43
Noise level heating (sound pressure) (S/L/M/H/HIHI) dB(A) 30/36/40/42/44 30/36/40/42/44
Noise level (sound power) *match with Fiche/
Eurovent/Product Info dB(A) %6 %6
. . 229/318/371/406/424 229/318/371/406/424
3
Air flow cooling mode (SL /L /M /H T HIHI) ofm (m¥h) (390/540/630/690/720) (390/540/630/690/720)
. . 265/353/406/435/459 265/353/406/435/459
3,
Air flow heating mode (SL /L /M /H THIHD cfm (m?h) (450/600/690/738/780) (450/600/690/738/780)
Fan Motor W 57 57
Dehumidification I/h 1.4 2.8
Included drain pump *for RAI/RAD yes/no Yes Yes
Max. height available for drain pump (RAD/RAI only) in. (mm) 33(850) 33(850)
Drain pump pressure lift *for RAI/RAD in. (mm) 4.5(115) 4.5(115)
Static pressure switch at High(L / M / H) *for RAD Pa (m3/h) no no
. . . 11x22x 22 11x22x 22
Dimensions (H x W x D) in. (mm) (285 x 570 x 570) (285 x 570 x 570)
Weight *must match with Packing data information Ibs. (kg) 37 (17) 37 (17)
Panel weight *for RAI Ibs. (kg) 6.17 (2.8) 6.17 (2.8)
Panel dimensions (H x W x D) *for RAI in. (mm) 1('3%’)‘( %‘;'g )’(‘ g;(')‘)‘ 1('3%’)‘( %‘;'g )’(‘ g;(')‘)‘
Colour (Munsell Code) - -
Condensate Drain in. (mm) 1.26 (32) 1.26 (32)
Panel reference - -
Color of the panel (RAL) - -
Running current (C/H) *for single split indoor&outdoor A ) R
must be matched
Power supply \ FROM OUTDOOR FROM OUTDOOR
Cable section.(interconnection/*if power supply is mm? 0.8x 3+EARTH/- 0.8x 3+EARTH/-
connected to indoor)
Piping diameter (Liq / Gas) Inch 1/4" | 3/8" 1/4" 1 1/2"
Drain diameter (ext) in. (mm) 1.26 (32) 1.26 (32)
Remote control (standard/optional) * Star?dard RC-AGSTEAON RC-AGSTEAON
Optional - -
Filter
ACL Filter Standard (Material & Accessory code) - -
ACL Filter Standard Dimensions (H x W x D) in. (mm) - -
ACL Filter Optional (Material - Accessory code) - -
Pre-filter Standard Material Normal Pre-Filter Normal Pre-Filter
Pre-filter Optional (Material & Accessory code) - -

NOTE:

1. Capacity and seasonal performance data (SEER
/HSPF) are based on AHRI 210-240. The
nominal heating and cooling capacity is the combined
capacity of the HITACHI Split system (Indoor + Outdoor

2. The Sound Pressure Level is based on the following
conditions:

- 2-5/8ft (0.8m) beneath indoor height center

Unit). - 3-9/32ft (1m) from Discharge grille
= oy = o The above data was measured in an anechoic
Operation Conditions Cooling | Heating )
) 4B 80 °F 70 °F chamber so that reflected sound should be taken into
Indoor Air Inlet Temperature = oo p consideration when installing the unit.
) dB 95 °F 47 °F
Outdoor Air Inlet Temperature WB 3 °F

Piping Length: 24-39/64ft (7.5m); Piping Lift: Oft (Om)
dB: Dry Bulb; WB: Wet Bulb




'Rl SPECIFICATIONS

1.1.8. DUCT TYPE (RAD-GJ07QHAA / RAD-GJ09QHAA/ RAD-GJ12QHAA)

INDOOR Unit RAD-GJO7QHAA RAD-GJO9QHAA RAD-GJ12QHAA
Nominal capacity adjustable no no no
Nominal Cooling capacity (min - max) BTU 7000(3050-8500) 9000(3050-10200) 12000(3050-13650)
Cooling sensible capacity BTU - - -
Nominal Heating capacity (min - max) BTU 9000(3050-10900) 12000(3050-18000) 16400(3050-22500)
Noise level cooling (sound pressure) (SL/L/M/H/HIHI) dB(A) 30/33/37/41 30/33/37/41 20/33/37/41
Noise level heating (sound pressure) (SL/L/M/H/HIHI) dB(A) 30/34/38/42 30/34/38/42 30/34/38/42
Noise level (sound power) *match with Fiche/
Eurovent/Product Info dB(A) 57 57 57
) . 194/229/259/294/300 194/229/259/294/300 194/229/259/294/300
Air fl | L/L/M/H/HIHI i */h
Ir flow cooling mode (SL /'L /M /H T HIHI) ofm (M) | (330/300/438/498/510) | (330/390/438/498/510) | (330/390/438/498/510)
. . 200/235/276/303/309 200/235/276/303/309 | 200/235/276/303/309
Air flow heat L/L/M/H/HIHI fm (m3h
ir flow heating mode (SL /L /M /H/HIHD om (M) | (3421402/468/516/528) | (3421402/468/516/528) | (342/4021468/516/528)
Fan Motor W 20 20 20
Dehumidification I/h 1.4 1.4 1.6
Included drain pump *for RAI/RAD yes/no yes yes yes
Max. height available for drain pump (RAD/RAI only) in. (mm) 33(850) 33(850) 33(850)
Drain pump pressure lift *for RAI/RAD in. (mm) 4.5(115) 4.5(115) 4.5(115)
Static pressure switch at High(L / M / H) *for RAD Pa (m3/h) 70 70 70
Di . Hx W x D . 9x29x15 9x29x15 9x29x15
imensions (H x W x D) in. (mm) (235x750x400) (235x750x400) (235x750x400)
Weight *must match with Packing data information Ibs. (kg) 35 (16) 35 (16) 35 (16)
Panel weight *for RAI Ibs. (kg) - - -
Panel dimensions (H x W x D) *for RAI in. (mm) - - -
Colour (Munsell Code) - - -
Condensate Drain in. (mm) 0.63(16) 0.63(16) 0.63(16)
Panel reference - - -
Color of the panel (RAL) - - -
Running current (C/H) *for single split indoor&outdoor A ) _ )
must be matched
Power supply Vv FROM OUTDOOR FROM OUTDOOR FROM OUTDOOR
Cable section.(interconnection/*if power supply is mm? 0.8x 3+EARTH/- 0.8x 3+EARTHI- 0.8x 3+EARTHI-
connected to indoor)
Piping diameter (Liq / Gas) Inch 1/4", 3/8" 1/4", 3/8" 1/4", 3/8"
Drain diameter (ext) in. (mm) 0.63 (16) 0.63 (16) 0.63 (16)
) Standard RC-AGU1EAON RC-AGU1EAON RC-AGU1EAON
Remote control (standard/optional) * -
Optional - - -
Filter
ACL Filter Standard (Material & Accessory code) - - -
ACL Filter Standard Dimensions (H x W x D) in. (mm) - - -
ACL Filter Optional (Material - Accessory code) - - -
Pre-filter Standard Material Normal Pre-Filter Normal Pre-Filter Normal Pre-Filter
Pre-filter Optional (Material & Accessory code) - - -

NOTE:

1. Capacity and seasonal performance data (SEER

/HSPF) are based on AHRI 210-240. The

nominal heating and cooling capacity is the combined

capacity of the HITACHI Split system (Indoor + Outdoor

Unit).
Operation Conditions Cooling | Heating
. dB 80 °F 70 °F
Indoor Air Inlet Temperature WB 67 °F
. dB 95 °F 47 °F
Outdoor Air Inlet Temperature WB 3 °F

dB: Dry Bulb; WB: Wet Bulb

Piping Length: 24-39/64ft (7.5m); Piping Lift: Oft (Om)

2. The Sound Pressure Level is based on the following
conditions:
- 2-5/8ft (0.8m) beneath indoor height center
- 3-9/32ft (1m) from Discharge grille
The above data was measured in an anechoic
chamber so that reflected sound should be taken into
consideration when installing the unit.




1.1.9. DUCT TYPE (RAD-GJ18QHAA / RAD-GJ24QHAA)

SPECIFICATIONS Ty

INDOOR Unit RAD-GJ18QHAA RAD-GJ24QHAA
Nominal capacity adjustable no no
Nominal Cooling capacity (min - max) BTU 18000(4100-19800) 24000(4100-25600)
Cooling sensible capacity BTU - -
Nominal Heating capacity (min - max) BTU 20500(4100-23200) 27300(4100-30690)
Noise level cooling (sound pressure) (SL/L/M/H/HIHI) dB(A) 29/32/35/39 29/32/35/39
Noise level heating (sound pressure) (SL/L/M/H/HIHI) dB(A) 29/32/35/40 29/32/35/40
Noise level (sound power) *match with Fiche/
Eurovent/Product Info dB(A) 3 3
. . 206/318.1/471/571/671 206/318.1/471/571/671
3
Air flow cooling mode (SL /L /M /H 7 HIHI) ofm (m¥h) (348/540/798/972/1140) (348/540/798/972/1140)
. . 212/327/480/683/683 212/327/480/683/683
Air flow heat de (SL/L/M/H/HIHI fi 3/h
Ir flow heating mode ( ) cfm (m?h) (360/558/816/1158/1158) (360/558/816/1158/1158)
Fan Motor W 180 180
Dehumidification I/h 2.8 2.8
Included drain pump *for RAI/RAD yes/no yes yes
Max. height available for drain pump (RAD/RAI only) in. (mm) 33(850) 33(850)
Drain pump pressure lift *for RAI/RAD in. (mm) 4.5(115) 4.5(115)
Static pressure switch at High(L / M / H) *for RAD Pa (m3/h) 50/100150 50/100150
Dimensions (H x W x D) in. (mm) 10x35x28 (270x900x700) 10x35x28 (270x900x700)
Weight *must match with Packing data information Ibs. (kg) 77 (35) 77 (35)
Panel weight *for RAI Ibs. (kg) - -
Panel dimensions (H x W x D) *for RAI in. (mm) - -
Colour (Munsell Code) - -
Condensate Drain in. (mm) 1.26 (32) 1.26 (32)
Panel reference - -
Color of the panel (RAL) - -
Running current (C/H) *for single split indoor&outdoor A } )
must be matched
Power supply Vv FROM OUTDOOR FROM OUTDOOR
Cable sectlon‘(|nterconnect|on/ if power supply is mm? 0.8x 3+EARTH/- 0.8x 3+EARTH/-
connected to indoor)
Piping diameter (Liq / Gas) Inch 1/4", 1/2" 1/4", 1/2"
Drain diameter (ext) in. (mm) 1.26 (32) 1.26 (32)
Remote control (standard/optional) * Star?dard RC-AGU1EAON RC-AGU1EAON
Optional - -
Filter
ACL Filter Standard (Material & Accessory code) - -
ACL Filter Standard Dimensions (H x W x D) in. (mm) - -
ACL Filter Optional (Material - Accessory code) - -
Pre-filter Standard Material Normal Pre-Filter Normal Pre-Filter
Pre-filter Optional (Material & Accessory code) - -

NOTE:

1. Capacity and seasonal performance data (SEER
/HSPF) are based on AHRI 210-240. The
nominal heating and cooling capacity is the combined
capacity of the HITACHI Split system (Indoor + Outdoor

2. The Sound Pressure Level is based on the following
conditions:

- 2-5/8ft (0.8m) beneath indoor height center

Unit). - 3-9/32ft (1m) from Discharge grille
= oy = o The above data was measured in an anechoic
Operation Conditions Cooling | Heating )
) 4B 80 °F 70 °F chamber so that reflected sound should be taken into
Indoor Air Inlet Temperature = oo p consideration when installing the unit.
) dB 95 °F 47 °F
Outdoor Air Inlet Temperature WB 3 °F

Piping Length: 24-39/64ft (7.5m); Piping Lift: Oft (Om)
dB: Dry Bulb; WB: Wet Bulb




SPECIFICATIONS

1.1.10. DUCT STATIC PRESSURE AND AIR FLOW (RAD-GJ07/09/12QHAA )
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RAD-GJ09QHAA
RAD-GJ12QHAA

Fan Mode

80

—4)— Static Pressure OFF

- -} - - Static Pressure ON M3
70

M3: In case duct length is 4m.

MO: For non duct type
B0
50

Static Pressure [Pa)
=
il |

L
—

20

10

2 4 6 8 10 12 14 16

Air valume {m?/min)




SPECIFICATIONS

1.1.11. DUCT STATIC PRESSURE AND AIR FLOW (RAD-GJ18/24QHAA )

RAD-GJ18QHAA
RAD-GJ24QHAA

180

100

80

External Static Pressure (Pa)

Air Volume (m&/h)

-=-0O- - High Static Pressure Mode
-wws[J---- Medium Static Pressure Mode
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OUTDOOR UNIT RAM-G18N2HAA
Minimum / Maximum indoor units connectable (for MULTI only) 2/5
Minimum / Maximum connected indoor capacity (for MULTI only) kBTU 14/24
Nominal Cooling capacity (min - max) *for single split indoor&outdoor must
be matched BTU 18000( 7000~20500)
Nominal Heating capacity (min - max) *for single split indoor&outdoor must
be matched BTU 22000( 9000~23000)
Nominal cooling power input (min - max) kw 1.44 (0.35-1.66)
Nominal heating power input (min - max) kw 1.955 (0.35-2.01)
EER2(EER) Btu/W 12.5
COP (H1 condition) Btu/W 3.30
SEER2(SEER) 23.00
HSPF2(HSPF) 10.8
Noise level cooling (sound pressure) dB(A) 50
Noise level heating (sound pressure) dB(A) 52
Noise level -ODU (sound power) dB(A) 64
Air flow (Cooling / Heating) cfm (m?h) 1273 (2160)
Dimensions (H x W x D) 31-1/2 x 33-1/2 x 11-3/4
in. (mm) (750x850x298)
Net weight Ibs. (kg) 108(49)
Colour (Munsell Code) T-Beige (5Y7/2)
Power supply V/Ph/Hz 208- 230V / 1Ph / 60Hz
Recommended fuse size A 20
Starting current(rated current of COOL/HEAT whichever higher for inverter) A 7.00/9.50
Running current (C/H) *for single split indoor&outdoor must be matched A 6.36/8.63
Power supply \Y From Outdoor
Cable section (Power) mm? 2.50x 2+EARTH
Interconnection between indoor unit and outdoor unit mm? 0.80x 3+EARTH
Piping diameter (Liq / Gas)*for single split indoor&outdoor must be matched Inch (mm) (1/4"(6.35), 3/8" (9.52)X2
Minimum piping length ft. (m) 16(5)
Maximum piping length / height difference ft. (m) 165(50)/66(20)
Current quantity of refrigerant / Chargeless Oz (kg) 54.67 (1.55)
Chargeless length / Additional refrigerant charge ft (m) /oz/ft (g/m) 99 (30) / 0.05 (5)
Working range (cooling / heating) °F( °C) 14 to 115 (-10 to +46)
°F(°C) -4 to 75 (-20 to +24)
Refrigerant R32
Condenser Fan Propeller Fan
Compressor Type 2 Cylinder Rotary
Oil Type ACS-68R or equivalent
Oil Charge | 520420 ml
Coil resistance 1.31Qat20C
Quantity 1
NOTE:

1. The Sound Pressure Level is based on the following conditions:
- Half height of the unit
- 1 meter from Discharge grille

The above data was measured in an anechoic chamber. Please take into consideration reflected sound of your specific site
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OUTDOOR UNIT RAM-G24N3HAA
Minimum / Maximum indoor units connectable (for MULTI only) 2/3
Minimum / Maximum connected indoor capacity (for MULTI only) Kbtu 14/ 36
Nominal Cooling capacity (min - max) *for single split indoor&outdoor must be matched BTU 24000(7000~28000)
Nominal Heating capacity (min - max) *for single split indoor&outdoor must be matched BTU 24000(9000-31500)
Nominal cooling power input (min - max) kw 192 ( 0.46 - 3.70)
Nominal heating power input (min - max) kw 2.00 ( 0.39- 2.90)
EER2 Btu/W 125
COP Btu/W 12.5(11.3)
SEER2 22
HSPF2 95
Noise level cooling (sound pressure) dB(A) 52
Noise level heating (sound pressure) dB(A) 54
Noise level - ODU (sound power) dB(A) 66
Air flow (Cooling / Heating) cfm (m/h) 1379 (2340)
Dimensions (H x W x D) Inch (mm) 33-1/2x31-1/2x111-3/4
(800x850x298)
Net weight Ibs. (kg) 121(52)
Colour (Munsell Code) Beige (5Y7/2)
Power supply V/Ph/Hz 208- 230V / 1Ph / 60Hz
Recommended fuse size A 20
Starting current(rated current of COOL/HEAT whichever higher for inverter) A 8.00/8.00
Running current (C/H) *for single split indoor&outdoor must be matched A 8.47/8.87
Cable section (power) mm? 2.50x 2+EARTH
Interconnection between indoor unit and outdoor unit mm? 0.80x 3+EARTH
Piping diameter (Liq / Gas) *for single split indoor&outdoor must be matched Inch (1/4" | 3/8")X3
Minimum piping length ft. (m) 16(5)
Maximum piping length / height difference ft. (m) 200(60)/66(20)
Current quantity of refrigerant / Chargeless Oz (kg) 70.54(2.00)
Chargeless length / Additional refrigerant charge ft (m)/oz/ft (g/m) 99 (30)/ 0.13 (12)
Working range (cooling / heating) °F(°C) 14 t0 115 (-10 to +46)
°F(°C) -4 to 75 (-20 to +24)
Refrigerant R32
Condenser Fan Propeller Fan
Compressor Type 2 Cylinder Rotary
Qil Type ACS-68R
Qil Charge | 770120
Coil resistance 1.354Q at 20C
Quantity 1
NOTE:

1. The Sound Pressure Level is based on the following conditions:
- Half height of the unit
- 1 meter from Discharge grille

The above data was measured in an anechoic chamber. Please take into consideration reflected sound of your specific site
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OUTDOOR UNIT RAM-G36N4HAA
Minimum / Maximum indoor units connectable (for MULTI only) 2/4
Minimum / Maximum connected indoor capacity (for MULTI only) kBTU 14/48
Nominal Cooling capacity (min - max) *for single split indoor&outdoor must be matched BTU 36000(7000~39000)
Nominal Heating capacity (min - max) *for single split indoor&outdoor must be matched
Nominal cooling power input (min - max) Bl Ukw wUUU&?é)é)?d?s‘bd-Ug.(%)
Nominal heating power input (min - max) KW 2.86 (0.50 - 3.85)
EER2 Btu/W 12,5
COP Btu/W 12.5 (12.6)
SEER2 23
HSPF2 93
Noise level cooling (sound pressure) dB(A) 52
Noise level heating (sound pressure) dB(A) 56
Noise level - ODU (sound power) dB(A) 68
Air flow (Cooling / Heating) cfm (m3h) 2297(3900)
Dimensions (H x W x D) in. (mm) 31-1/2x33-1/2x11-3/4
(800x850x298)
Net weight Ibs. (kg) 163(74)
Colour (Munsell Code) Beige (5Y7/2)
Power supply V/Ph/Hz 208- 230V / 1Ph / 60Hz
Recommended fuse size A 25
Starting current(rated current of COOL/HEAT whichever higher for inverter) A 8.00/8.00
Running current (C/H) *for single split indoor&outdoor must be matched A 13.24/13.31
Cable section (power) mm? 2.50x 2+EARTH
Interconnection between indoor unit and outdoor unit mm? 0.80x 3+EARTH
Piping diameter (Liq / Gas) *for single split indoor&outdoor must be matched Inch (1/4,3/8)X3+(1/4,1/2)X1
Minimum piping length ft. (m) 16(5)
Maximum piping length / height difference ft. (m) 230(70)/66(20)
Current quantity of refrigerant / Chargeless Oz (kg) 95.23(2.70)
Chargeless length / Additional refrigerant charge ft (m) /oz/ft (g/m) 99(30)/0.13 (12)
Working range (cooling / heating) °F( °C) 14 to 115 (-10 to +46)
°F( °C) -4 to 75 (-20 to +24)
Refrigerant R32
Condenser Fan Propeller Fan
Compressor Type 2 Cylinder Rotary
Oil Type ACS-68R
Oil Charge | 830+20 ml
Coil resistance 0.9320 at 20C
Quantity 1
NOTE:

1. The Sound Pressure Level is based on the following conditions:
- Half height of the unit
- 1 meter from Discharge grille

The above data was measured in an anechoic chamber. Please take into consideration reflected sound of your specific site
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DIMENSIONAL DATA

2-2

2.1. MULTIZONE INDOOR UNITS

2.1.1. WALL TYPE: RAK-DJ07QHAA / RAK-DJ09RHAA / RAK-DJ12RHAA

3-30/32" (100)

8-24/32" (222) " 30-23/32" (780) "
Mounting plate
Front Cover
s
8 =
- : A |
Discharge gnill Horizontal air deflector
2-17/32" (64)
L7 (178) 17-13/32" (442) 6-10/327 (160)
3-17/32" 3-17/32"
(90) (90)

||

I

i

=k=u
About 2-28/32" About 10-20/32" About 6-12/32" (162)
(73) T (270)
~ ~
2  #
; ;
< :
[+ ;
\R V-Deflector e
16/32" (13) L_ “'—‘—'J L_)l-27132' (47)
2-28/32" (73) 4-7/32" (107)

Unit:inch(mm)

3-30/32" (100)

Indoor unit service space




2.1.2. WALL TYPE: RAK-DJ18RHAA

TOP AIR SUCTION GRILLE

92/32(230) 37 13/32 (950)
o
~
a8 | ©
2 S
N -
IR v |\
a1 ! '
nes | | HORIZONTAL DEFLECTOR/
B e
g 127732047 19 2/32 (484) 18 11/32 (466)
- - -\..
[ o 265/32(664), <
About
320/3292)]_
f -
8
< I e — pe
2 [
aJ |= | [ 1 =[ Icmi
'6/321‘,3‘J.. VERTICAL DEFLECTOR ""7.1”‘.‘,
228320731 |

~

- -
47/320107)

e

127/32 (47)

3 30/32 (100)
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Unit:inch(mm)

3 30/32 (100)

-

Indoor unit service space

FONT COVER 8
s
o+

SO
N e
R g%
- ~N -
& S .
&) 2531732 (660)
Ly
] L B A e W Mo
g 8. _’:2!;3.‘ Fpem .-g.‘ "Ndr 523/32(145)
A [(145) R NCRE W X
&
-t L7
=i
417/32(115)
[ e—o44/32(105)




-12/32" (60)
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2.1.3. WALL TYPE: RAK-DJ24RHAA

Unit:inch(mm)

Drain cap
Top air suction grille ‘ connection
\ Drain Drain hose
i - l a
T\ L\ 1‘\ ! |
B ¥ b
|
) ) ©

9/-7/32" (250 41-11/32" (1050)

17-23/32" (450)

Fm_, Abdut i
4-23/32" (120) 19-22/32" (500)

*When piping is drawn from left side,
exchange the Drain hose for the Drain cap

11-18/32" ( 294)

)| =0

8/32" (6)

4)

\ : ME) 25-31/32" (660)
;Fronl cover Horizontal deflector g.3/32= (155) "\ < 2

16/32" (1

1-27732" (47) g !
~ b gl AR AR !
8 -22/32" 2 7-22/32")
@ 1 (195) = T (195) 7
i) Y & i

V- J—aé __________ p— o

| =i %
/Air outlet \Vem'cal deflector (Y 2-18/2 - | 6-3/32" ( 311132 (85)

6-3/32" (155) 41-11/32" (1050)

—

1-27-32" (47)
~.\:
B=

N\

-
2-12/32" (60) 2-12/32" (60)
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2.1.4. WALL TYPE: RAK-GJO7QHAA / RAK-GJ09QHAA / RAK-GJ12QHAA

ABQUT 3.6

236"

11.577(204)

Unit:inch(mm)

Front panel  Front cover
/!

Air outlet /

b 185" (473 1 |
Horizontal air deflector e

————

D
G

Drain

(#When piping is drawn
from the left side,
axchange the dramn hose
for the dramn cap.)

rain cap
onnection port

S,

(B2} .
2 2
| il _ K
= [ ] =] 3
o | Vertical dﬂﬂactur,l'rl "'IIII
() 2.367 (60)

ore than

0.

A00mm
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2.1.5. WALL TYPE: RAK-GJ18QHAA

Unit:inch(mm)

Top air suction grill

41 3‘1"[!':'5':'- oo Front panel Fromt cover

.f-l il

"47 i “[a7
-M Air -:lu':-'l:t_,/ﬂ .\Hnr:zorﬂ:a.' air deflector L L2

Dirain

ﬂn piping is drawn
from the left side,

)
053"[@][ |

exchange the drain hose
for the drain cap.)

w  Drain cap
= . - connéchion port
5.017 [127] e ol 1786 [458] _ \Drain b
1ee(48] | | Marrow pipe 1/4"[#6.35]

" Wide pipe 172" [d12.7]

Vertical deflector)

2
1 =3
o
% £
-
a

[100mm

e
-""f More than
4

ﬁ : l_l%larr_'

90,55
2300mm]

Wara than
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2.1.6. WALL TYPE: RAK-GJ24QHAA

Unit:inch(mm)

Jop air suction grill

Mounting plate  10.247[ 260] } 43.307[1100] ; Fromt panel Front cover

2887 (73]

1

_1.B57 [47]

)
056" [14

Air outlet Horizontal air deflector

Drain

(*When piping is drawn
from the left side,
exchange the drain hose
for the drain cap.)

Drain cap
connéction port
Drain hose

Marrow pipe 1/4"[@6.35]
Wide pipe 5/8 [ 15.87]

About 14.51" [388] |

About 2107 [53]

= =
= =
289" [73] | | Vertical deﬁectur/ : 237" [60]

G

More than
i 304

More than
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2.1.7. FLOOR TYPE: RAF-FJO7QHAA / FJ0O9QHAA/ FJ12QHAA / FJ18QHAA

o
o
g Unit: inch(mm)
5
?

©2-9/16 Standard underfloor piping position 2-0/116(65) %

Cabinet ~ <
'y
[sp)

=1
/ T [9)
Front panel ' L ¢ 20 :

1771
// 23-1/32(585)

8-15/32(215 Alir inlet f

5-29/32(150)

29-17/32(750) Small dia. pipe
3-7/64(79) o)
!
1 | Large dia. pipe
S ‘ RAF-FJO7QHAA: 23/8
3 I RAF-FJO9QHAA: 23/8
Tg ‘ RAF-FJ12QHAA: 23/8
B RAF-FJ18QHAA: 21/2
-~ |
N5
— T o = —
| \ | I3 -
3 \ T % g' U E
| OI ‘(:l =T —~
| | - J S| e
79732 Alir outl ‘ = ory
Y S ir outlet 2-13/64(56) 1/32(15) iﬁg
I | 2l2-1332 - :
§ © (61) 213/64Hole for fixing to floor 251/64(71) 2-13/32(61) '~
- ® -
+ & - 25-15/64(641) 43/64(17) _ Piping hole in right side / = >29/%2(150)
g ~ 3 6-1/2(165)
g ISR
S NN L [T 11 EERIS
o s e e e e e <0ld | Built-in installation
A e - 5
| ol
x IR 5
25/32(20) 0| Lattice door E
1-49/64(45) Ol §
1-11/32(34) 3-57/64(99)
14-3/8(365)
©23/64 Rear fixing hole for Or more 5-29/32(150)
anchor bolt Or more Or more
43/64(17) 28-7/64(714) = 3-15/16(100) 5-29/32(150) ||
7 = = n
) I —— ! )
> - 1-3/16(30
Or more A [[ ]] Or more (30)
7-7/8(200) g| 3-15/16(100)
[Xe)
— . ' 5 =
g8 - =
5 T - b @
e :
é |
2-11/64(55) Drain hose

©82-9/16standard underfloor piping hole position




DIMENSIONAL DATA

2.1.8. CEILING CASSETTE TYPE: RAI-GJ07QHAA/RAI-GJ09QHAA/RAI-GJ12QHAA/RAI-GJ18QHAA

RAI-GJ24QHAA
02503220 22.53/64(580)(576~590) o250 Unit: inch(mm)
A © Hole for Ceili 1
( pe"'ngzzjl%;ro Bling) _4-12 Holes
e -T16(570) = /(for Suspensicn Balt)
20-55/64(530)(for Suspension Bolt) ',«’ g
i — — A =1
]
I i N = =
| i o —| E
| | g S| 3
| | gl _ rlo
& = | 2|5 58
s 8 3 il e e e o . B 2] S| D
el 1 1 HEE
g 9| i | 3 3| o
= g = ! [ 3 | E
g s8 & I : g T|g
58] 38 | ' S S
Wl il : | ' N b Vo
| 4 “ Ellhi ¥ = [ I5 =
y — y m'i_lr‘ \ Sh
345/64(94)Gas Pipe) | _ J || g
5-45/64(145)(Liquid Pipe) | |  Electrical Box | ', Suspension Bolts 4 - M10 or W3/8
20-33/64(521)(Drain Pipe) | _ . {Field-Supplied)
Drain Pipa Connaction
Refrigarant Liquid Pipe Connection i
Refrigerant Gas Pipe Connection ” ', :
.y T T L] T IP..
R Vi
[0 1 ﬂ@_ ;‘t{! L o
i of IR
#r‘" & e ET:
. = b s
i : s o il l'r'
R e —  ——
| | — T
Sl 8l g i
AR g
515|8 =
=2l Air Inlet Air Outlat <
SIS E 1 (4-Way)
F |I : . .... = T
H == ==z
) 24-13/32(620)
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2.1.9. DUCT TYPE: RAD-GJO7QHAA / GJO9QHAA / GJ12QHAA

Unit: inch(mm)

OPTIONAL
Wired Remote Controller
(SPX-URFG1)

2-1M
(T4 —
11132 E
r\'q
Harn e o o
{lse for Ranging unit) P — o | 5
D i iei kTN -
|—'1I !"i [, i
- ’ %\
i
Dirast hiose
|t I
gl 3
o4 =
¥ & » . = &
2 =l & v 23 OPTIONAL
oo J ch ~1 ;
|l [ Wireless Remote Controller
7
@ (RC-AGU1EADN)
] )@
= " = T Electric bax
Poaaibile 1o move
2632 {20) sl \ back side)
1"-"'3'35E 29-17132 (TS50} [LHE
31-3/32 {780]
Wide pipe ($9.52)
& X "=
_'. s
I.lI“
i
.:q |; t=]
% o
.,_'E b - -}
.
1 i I =
L L F *
— —
&l
=
&




2-11 DIMENSIONAL DATA

BACK SUCTION
18 18
1175 129.5 2525
_ ]
: of
5 ]
(2} A i~ = i
& e - SRlE 8]
- : -
& oo = ISR 2oll” Il &
ee| Y e * O
. |
2 13 - 2.8TP-HOLE
1175 |47 288 18 13- 92.81F-NOLE
18 382
19 627.2
3-¢2.8TP-HOLE 319.5 319.5
© “'—'T; ©
o) ~ %) o
) ( J .
© &
@ I
41 L 334 334 \ 3-¢2.8TP-HOLE
DISCHARGE 3-$2.8TP-HOLE
75 300 300 75
I [
pd - - - E <
g | i 3
|t M7
g | 2
2 ¢2.8TP-HOLE — | “ -~
| ‘ [
P 5
3-92.8TP-HOLE 7 2-92.8TP-HOLE
75 300 300 75

BOTTOM SUCTION

1]

fl 1825 288

o
S
Y

©

=}
©

©

o

«

@5

Cautions:
1. Use insulated pipes for both large and small diameters.

©
o
o e
1175 _hd_ 382 _|ig
388 246 9-92.8TP-HOLE
173.5 303 206.7
‘ 19.2 2-92.8TP-HOLE 37é
7‘ °6 o v
. 8. s Qo =
H E 5 s g
+ + N\_@5
: o o
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DIMENSIONAL DATA

2.1.10 DUCT TYPE: RAD-GJ18QHAA / GJ24QHAA

38-37/64(980)(for Suspension Bolt) Unit:inch(mm)

1:371440) 35-7/16(300)
§ 4-40x12
gy X (for Suspension Bolt)
g ] il e ————————————— 1
_| 5 ‘
o |
g8]s!
S| |2, J
SHH o=
AR
0 | |3
KNP ‘
S, ‘
5 Y c —— - - Refrigerant Gas Pipe Connection
g T —— —— —— ———— "]
2 T T T T
Refrigerant Liquid Pipe Connection
- g ] 2 % y ‘
STy sl |
gzl T 5 |
S|z ! 2 |
H Syt 1 ~
SRETN (@as pipe) 9-11/16(246) \w
3340 orain pipe) 12:4164(321)
3471 N
(Liquid pipe) 15-53/64(402)
SIDE VIEW

Refrigerant Gas Pipe Connection

Refrigerant Liquid Pipe Connection

0-25/64(10)

0-25/64(10) | <z
B E—
AIR FLOW &= S
DIRECTION = \Ii\ S AIR FLOW
& . DIRECTION
AT D= €—
==
6-097 6-097
Drain Pipe Connection
TOP VIEW
_ 38-37/64(980)(for Suspension Bolt) R 6 - 07
1-37164(40) = 35-7/16(900) J =
g IR =
8 11-13116(300) 11-1316(300) | (1072) 2
Sy Zad =
LA J=p L ———— —5 _
&A
sl |
— m |
Qe < | |
Sle| o |
S|Z| e
= |2 c
=S8 0
> |2 a
XK @
>
@ 34 ]
S
§v£" =~y R — ==
g 45.\;_____9_ :rL__
N = Y =
ST Gdal | mawmen) | nasmepn) [\ €
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3-

3.2 CAPACITY CHARACTERISTIC CURVE FOR MULTIZONE

The following charts show the characteristics of outdoor unit capacity, which correspond with the
operating ambient temperature of outdoor unit.

Pipe length / height difference : 24-19/32 (7.5m) / Oft

Indoor fan speed at high mode.
Capacity loss due to white frost and defrost operation is not included.

3.2.1 RAM-G18N2HAA
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3.2.3 RAM-G36N4HAA
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3.2.3 RAM-G36N4HAA
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Whichever indoor units are installed, cooling and heating capacity depends on how many indoor units are
operating at that time.

2 ROOM MULTI-SPLIT INVERTER TYPE RAC: RAM-G18N2HAA
POSSIBLE COMBINATION TO OPERATE (SAME TIME OPERATION)

*%k

-One unit indicated are only for one unit operation when two indoor units are connected.
-Two units indicated are for two units operation when two indoor units are connected.
-Total value of each units capacity reach 29,000 Btu/h (8.5kW).
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Whichever indoor units are installed, cooling and heating capacity depends on how many indoor units are                 operating at that time.
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jernir
Typewritten text
-One unit indicated are only for one unit operation when two indoor units are connected. 
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 -Two units indicated are for two units operation when two indoor units are connected. 
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 -Total value of each units capacity reach 29,000 Btu/h (8.5kW). 
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units can be installed with one outdoor
And total nominal cooling capacity should not be more than 29,000 Btu/h (8.5

Be sure to connect two units to this outdoor unit. If not, condensed water may
drop,
resulting in trouble.
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And total nominal cooling capacity should not be more than 29,000 Btu/h (8.5kW).
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Be sure to connect two units to this outdoor unit. If not, condensed water may drop,
resulting in trouble.
*Make sure to connect minimum two indoor units.
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Two indoor units can be installed with one outdoor units.
Total nominal cooling capacity sdhould not be more than 29000 Btu/h.

7K, 9k and 12k means indoor units cooling capacity class.
Total nominal cooling capacity should not be more than 29000

(1) Suitable room size is determined based on the condition below:

- Climate is in the temperate zone like Tokyo, Japan.

- For usual residential use.

Smaller figure is for light construction which means light thermally sealed.
Larger figure is for heavy constructions, which means well thermally sealed.
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Two indoor units can be installed with one outdoor units.
Total nominal cooling capacity sdhould not be more than 29000 Btu/h. 
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7K, 9k and 12k means indoor units cooling capacity class.
Total nominal cooling capacity should not be more than 29000 Btu/h.

jernir
Typewritten text
(1) Suitable room size is determined based on the condition below:
     
     -  Climate is in the temperate zone like Tokyo, Japan.
     -  For usual residential use.
     -  Smaller figure is for light construction which means light thermally sealed.
     -  Larger figure is for heavy constructions, which means well thermally sealed. 
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Whichever indoor units are installed, cooling and heating capacity depends on how many indoor units are
operating at that time.

3 ROOM MULTI-SPLIT INVERTER TYPE RAC: RAM-G24N3HAA
POSSIBLE COMBINATION TO OPERATE (SAME TIME OPERATION)

*%

-One unit indicated are only for one unit operation when three indoor units are connected.
-Three units indicated are for three units operation when three indoor units are connected.
-Total value of each units capacity reach 36,000 Btu/h (10.5kW).
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Whichever indoor units are installed, cooling and heating capacity depends on how many indoor units are                 operating at that time.
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3 ROOM MULTI-SPLIT INVERTER TYPE RAC: RAM-G24N3HAA
POSSIBLE COMBINATION TO OPERATE (SAME TIME OPERATION) 
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** Remarks:
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-One unit indicated are only for one unit operation when three indoor units are connected. 
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 -Three units indicated are for three units operation when three indoor units are connected. 
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 -Total value of each units capacity reach 36,000 Btu/h (10.5kW). 
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Two or three indoor units can be installed with one outdoor units.
Total nominal cooling capacity should not be more than 36,000Btu/h (10.5kW)

Be sure to connect two or three indoor units to this outdoor unit. If not condensed water may drop,
resulting in trouble.

*Make sure to connect to two or three indoor
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Two or three indoor units can be installed with one outdoor units.
Total nominal cooling capacity should not be more than 36,000Btu/h (10.5kW)  
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Be sure to connect two or three indoor units to this outdoor unit. If not condensed water may drop,  
resulting in trouble.  
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*Make sure to connect to two or three indoor units.
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Three units can be installed with one outdoor units.
Total nominal cooling capacity should not be more than 36,000Btu/h (10.5kW)

7K, 9k and 12k, 18k means indoor units cooling capacity class.
Total nominal cooling capacity should not be more than 36,000

(1) Suitable room size is determined based on the condition below:

- Climate is in the temperate zone like Tokyo, Japan.

For usual residential use.

Smaller figure is for light construction which means light thermally sealed.

- Larger figure is for heavy constructions, which means well thermally sealed.
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Three units can be installed with one outdoor units.
Total nominal cooling capacity should not be more than 36,000Btu/h (10.5kW)  
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(1) Suitable room size is determined based on the condition below:
     
     -  Climate is in the temperate zone like Tokyo, Japan.
     -  For usual residential use.
     -  Smaller figure is for light construction which means light thermally sealed.
     -  Larger figure is for heavy constructions, which means well thermally sealed. 
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7K, 9k and 12k, 18k means indoor units cooling capacity class.
Total nominal cooling capacity should not be more than 36,000 Btu/h.
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Whichever indoor units are installed, cooling and heating capacity depends on how many indoors unit are operating
at

4 ROOM MULTI-SPLIT INVERTER TYPE RAC: RAM-G36N4HAA
POSSIBLE COMBINATION TO OPERATE (SAME TIME OPERATION)
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Whichever indoor units are installed, cooling and heating capacity depends on how many indoors unit are operating at
that time.  

jernir
Typewritten text
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POSSIBLE COMBINATION TO OPERATE (SAME TIME OPERATION)
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Two, three or four indoor units can be installed with one outdoor units.
Total nominal cooling capacity should not be more than 48,000Btu/h (14.4kW)

Be sure to connect, two, three or four indoor units to this outdoor unit. If not, condensed water may drop,
resulting in

* Make sure to connect to two or more indoor
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* Make sure to connect to two or more indoor units.
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resulting in trouble.
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outdoor unit. If not, condensed water may drop, 
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indoor units to this 
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Be sure to connect, two, three or four 
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Two, three or four indoor units can be installed with one outdoor units.
Total nominal cooling capacity should not be more than 48,000Btu/h (14.4kW)  
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Two, three or four indoor units can be installed with one outdoor unit.
Total nominal cooling capacity should not be more than 48,000 Btu/h (14.4



jernir
Typewritten text
	QUADUPLE
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Two, three or four indoor units can be installed with one outdoor unit.
Total nominal cooling capacity should not be more than 48,000 Btu/h (14.4kW).
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7K, 9k and 12k, 18k, 24k means indoor units cooling capacity class.
Total nominal cooling capacity should not be more than 48,000

(1) Suitable room size is determined based on the condition below:

Climate is in the temperate zone like Tokyo, Japan.
For usual residential use.
Smaller figure is for light construction which means light thermally sealed.

Larger figure is for heavy constructions, which means well thermally sealed.
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(1) Suitable room size is determined based on the condition below:
     
     -  Climate is in the temperate zone like Tokyo, Japan.
     -  For usual residential use.
     -  Smaller figure is for light construction which means light thermally sealed.
     -  Larger figure is for heavy constructions, which means well thermally sealed. 
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7K, 9k and 12k, 18k, 24k means indoor units cooling capacity class.
Total nominal cooling capacity should not be more than 48,000 Btu/h.
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7.2 RAM-G18N2HAA
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7.3 RAM-G24N3HAA
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7.4 RAM-G36N4HAA
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